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	 State-of-the-art 
	 convenience in scanning
>		 High-speed scanning at up to 180 ipm combined with 

time-saving functions such as scan to e-mail, FTP and 
SMP, plus convenient features such as a standard scan 
to PowerPoint function, optional automatic optical 
character recognition (OCR) of scanned documents and 
scanned documents saved as PDF/A-, Word or Excel files

	 Individualised 
	 user boxes
>		 Up to 1,000 user boxes – individualised 

storage space on the hard disk – with 
flexible access rights

	 Reassuring  
security features

>		 Full support of SSL, IPsec, S/MIME e-mail 
encryption, encrypted PDF scanning and 
printing

	 Customisable smart	
phone-style display

>		 Customisable to a user’s needs with  
the chance to add or remove functions, 
as well as smartphone-style flick&drag 
operatability

	 Simple user  
administration

>		 Centralised system administration  
with numerous freeware tools,  
e.g. web-based access direct from  
a PC workplace



Safe and 
environmentally 

    sound
Economical eco-friendliness 
Cut your energy consumption by investing in an 
ineo 654e. This machine comes with a variety of 
energy-saving functions, including energy-efficient 
LED scanner lighting, an approx. 3 W sleep and 
an even more energy-efficient power-save mode, 
and a wake-up-for-scan-only technology that 
avoids heating the engine when it is not needed. 
The dynamic eco-timer automatically analyses 
machine usage and adapts settings to suit usage 
patterns, e.g. through a switch to sleep mode dur-
ing a recurring lunch break. The outcome is an 
extremely economical power consumption – much 
lower than the Blue Angel and Energy Star limits. 
Eco-friendly and economical to run, the ineo 654e 
will have a positive impact on your company’s 
carbon footprint. 

Data security ensured
Viruses, Trojan horses, hacker attacks: these days, 
no business can afford to ignore the challenging 
issue of IT security. That’s why the ineo 654e is 
certified to ISO 15408 EAL 3, the industry’s security 
standard for multifunctional systems. What’s more, 
it also comes equipped with numerous data-securi-
ty features such as IPsec encryption, which ensures 
secure communication channels for all documents 
passing through your company’s network. There is 
no danger of confidential documents or data get-
ting into the wrong hands either since access to 
the system can be restricted to authorised users by 
means of the standard hard-disk encryption kit and 
authentication technology. This way, we ensure 
your sensitive data stay secure – now and in future.

ineo 654e – the high-end production system 
that will  boost your productivity. 

ineo 654e with side paper deck 
(LU-204), staple finisher (FS-535) 
and saddle kit (SD-512)



FS-534SD
Booklet finisher

FS-534
Staple finisher

UK-204
Memory

LK-110 
Document converter

LK-111
ThinPrint

LK-106
Barcode font

LK-107
Unicode font

LK-101 v3
Web browser

LK-102 v3
PDF/A, PDF encryption, 
digital signature

LK-105 v3
OCR engine 
and PPTX

LK-108
OCR font

EK-605
USB keyboard 
connection, Bluetooth

EK-604
USB keyboard 
connection

KH-102
Keyboard holder

PI-505
Post inserter

SD-512
Saddle kit

PK521
Punch kit

JS-602
Job separator

ZU-606
Z-fold unit

ineo 754e

OT-503
Output tray

BT-C1e
Banner tray

WT-506
Working table

KP-101
10-keypad

LU-301
Side paper deck (small)

LU-204
Side paper deck (large)

MK-735
Mount kit for 
local ID card and 
authentication 
device

ID Card reader

AU-102
Biometric 
Authentication kit

SX-BR-4600
Wireless LAN

SC-508
Copy guard kit

FK-511
Fax board

FS-535
Staple finisher

PK-520
Punch kit



ineo 654e
General Data
Type of machine
Console system (built-in scanner)

Printing and copying speed
>	 A4
Max. 65 ppm (black & white)
>	 A3
Max. 33 ppm (black & white)

Print system
Laser

Gradation
256

Paper feeder
>	� Standard: 3,650 sheets, max. 6,650 sheets
> 2 x 500 sheets universal cassettes (A5–SRA3, 	
	 52–256 g/m2), 150-sheet bypass (A6–SRA3 and  
	 banner, 52–300 g/m2) for standard paper,  
	 envelopes, OHP, thick paper, banner paper 
> 1,000 sheets and 1,500 sheet cassettes  
	 (A4, 52–256 g/m2) for standard paper

Paper format
Max. 320 x 457 mm
Max. 297 x 1,200 mm banner paper

Warm-up time
Less than 22 seconds  
(depends on the environment)

Dimensions (w x h x d)
650 x 1,155 x 799 mm (without options)

Weight
Approx. 201 kg (without options)

Power connection
220–240 V, 50/60 Hz

Printer specifications
Controller
Standard: Embedded controller with 1.2 GHz

Memory
Standard controller uses system memory/hard 
disk (2,048 MB RAM/250 GB hard disk)

Resolution
Max. 1,800 x 600 dpi 
(with Smoothing Technology)
High quality mode: 1,200 x 1,200 dpi

Network protocols
TCP/IP (IPv4/IPv6), IPX/SPX, SMB, NetBEUI, LPD, 
SNMP, HTTP , IPP, AppleTalk, EtherTalk

Emulation
PCL 5, PCL 6, PS 3, XPS, OOXML

Interfaces
Ethernet 10/100/1000 BaseT, USB 2.0

Drivers
Windows XP/Vista/Windows 7, Windows 8, 
Windows Server 2003/2008/2012, 
Mac OS 9.2/10.4 or later, Linux

Print functions
Direct Print of PCL, PS, TIFF, XPS, OOXML, 
PDF documents, Overlay, Cover page, Watermark, 
Mixmedia and Mixplex, Banner print

Scanner specifications
Type of scanning
Scan to E-mail/FTP/iFAX/BOX/SMB/WebDAV/
to-me/Home, Twain-Scan

Scanning resolution
Max. 600 dpi

Scanning speed 
Max. 180 opm (colour/black & white) 

Size of originals
Max. A3 

Scanning formats
TIFF, PDF, Compact PDF, JPEG, XPS, 
Compact XPS, PPTX,  Linearised PDF
optional: Searchable PDF, PDF/A (1a/1b), 
DOCX, PPTX, XLSX

Scan adresses
2,100, LDAP-support

Copier specifications
Document feeder
>	� A6 to A3
>	� Duplex document feeder 

 (150 sheets, max. 210 g/m2) 

Copy preselection
1 – 9,999

Zoom
25–400 % in 0.1 % steps

First A4 copy
3.7 seconds

Memory
2 GB RAM

Hard disk
250 GB

Resolution
Print: 1,800 x 600 dpi 
(with Smoothing Technology)

Copier functions
Chapter and cover mode, test copy, 
creative mode, poster mode, book copy, 
glossy copy, ID card copy, watermark

Fax  specifications (optional)
Compatibility
G3/Super G3, MH, MR, MMR, J-BIG/ECM, 
IPFax (iFax standard)

Transfer rate/transfer speed
33.6 kBits/s, < 3 sec. ITU-No. 1

Fax memory
Uses system memory

Fax functions
Polling, time shift, PC-Fax, Receipt to confidential 
box, Receipt to E-mail, FTP, SMB

Options
>	� Finisher with 100-sheet stapling,  

max. 3,200-sheet capacity
>	 Optional for 100 sheet finisher: booklet kit (incl. 
	 letter- and center fold), punch kit (2/4-hole), job 
	 separator, post insertion unit, z-fold & punch unit
>	 Finisher with 50-sheet stapling, max.  
	 3,200-sheet capacity, optional punch kit (2/4-hole)
>	 Finisher with 20-sheet booklet and 50-sheet  
	 stapling, max. 2,200-sheet capacity, optional  
	 punch kit (2/4-hole)
>	 Output tray (250 sheets)
>	 Large capacity tray for 3,000 sheets  
	 (A4, 52–256 g/m2)
>	 Large capacity tray for 2,500 sheets  
	 (A4–SRA3, 52–256 g/m2)
>	 10 Key Pad
>	 Keyboardholder
>	 Two USB interface kits (one with bluetooth)
>	 Security kit
>	 Banner tray
>	 Fax unit 
>	 Biometric authentication kit 
>	 ID card authentication kit for working table
>	 ID card authentication kit for 
	 embedded card reader
>	 Diverse card solutions for ID card authentication
>	 Working table
>	 Sender stamp kit for documents
>	 i-Option (additional functions)
>	 WLAN adapter

Software solutions
store+find (opt.), convert+share (opt.), Personal 
Applications (opt.), Enterprise Device Manager, 
Enterprise Account Manager (opt.), Enterprise 
Authentification Manager (opt.), Enterprise My 
Panel Manager (opt.), Enterprise My Print Manager 
(opt.), Data Administrator (user accounts & cost 
centres), Card solutions (opt.), Jtman/Jtweb 
jobticket (opt.), Unix/Linux support, SAP support

All data relating to the paper capacities of the document feeder, the final processing 

accessories and the paper cassettes apply to paper weighing 80 g/m2 unless expressly 

stated otherwise. All data relating to the speed of printing, scanning or faxing apply 

to paper of an A4 format weighing 80 g/m2 unless expressly stated otherwise. 

All data relating to paper weights apply to media that are recommended by Konica 

Minolta. All technical data correspond to knowledge available at the time of going to 

print. Konica Minolta reserves the right to make technical alterations.

Develop and ineo are registered trademarks/product titles owned by Konica Minolta 

Business Solutions Europe GmbH. 

All other brand or product names are registered trademarks or product titles of their 

respective manufacturers. Konica Minolta does not accept any liability or guarantee for 

these products.
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